
KMP Series
FILTER HOUSINGS

STERILE GAS FILTRATION



CARTRIDGES 
NUMBER

1 1 CARTRIDGE
03 3 CARTRIDGES
05 5 CARTRIDGES

CARTRIDGES 
HEIGHT

A 5”
1 10”
2 20"
3 30"
4 40"

CLOSURE SYSTEM

C Standard clamp
(single cartridge only)

B Double bolted clamp
(single cartridge only)

S Screw clamp
(multi cartridges only)

GASKET MAT.

S SILICONE (1)
E EPDM

P PTFE
(single cartridge only)

V VITON
(single cartridge only)

F FEP + SILICONE
(multi cartridges only)

DRAIN

0 Clamp 0.5"
(single cartridge only)

2 Tri Clamp 1.5"
(multi cartridges only)

SOCKET

7 226 CODE 7

FINISHING

M MECHANICAL
POLISHING (1)

E ELECTROPOLISHING
(single cartridge only)

SPECIAL FEATURE CARTRIDGES
NUMBER

0 NONE 01;03;05
P PLUGS 01;03;05

H STEAM HEATING 
JACKET 03;05

L LIFTING LUGS 03;05
(for 20",30",40" only)

X LEGS 03;05

VESSEL CLASS

E 5 bar / 73 psi
(multi cartridges only)

0 10 bar / 145 psi

6 16 bar / 232 psi
(single cartridge only)

CONNECTIONS CARTRIDGES
NUMBER

CLAMP ASME BPE

T010 Ø25,4 01
T015 Ø38,1 01
T020 Ø50,8 01

CLAMP DIN 32676-B

C030 DN80 03
C040 DN100 05

549 XX X (X) X 7 X XX X X 4 XXXX

KMP Series

SELECTION CRITERIA

FEATURES & BENEFITS 

Single and Multi Round T-Style filter housing with plenum chamber for chemical and pharma applications.

•	Full range from 1 to 5 cartridges, 
from 5” to 40”,with different 
connections up to 16bar (232psi) 

•	Lateral sanitary bleed valve vent 
option  

•	Pharma grade surface finishing  
•	Suitable for SIP and CIP 
•	Materials full traceability  

•	316L/1.4404 Stainless Steel and 
automatic welding ensure corrosion 
resistance and durability  

•	Designed according to Pressure 
Equipment Directive (PED)  

•	ATEX Compliance  
•	Food Grade Compliance: CE 

1935/2004  

•	Gasket Compliance: FDA - USP Class 
VI   

•	Customizable with optional 
accessories  

•	User-manual and declaration of 
conformity included  

•	Certificates: 3.1 EN 10204 

INTERNAL ROUGHNESS
(downstream only)

4 Ra<0.4µm
(Ra<16µin)

VENT CARTRIDGES NO.

1 Clamp 1.5" (1) 01; 03; 05
2 Clamp 1.5" & Hosebarb 01
4 Clamp 1.5" & Staubli RBE 03 01
5 Clamp 1.5" & Clamp 0,5" 01
6 Clamp 1.5" & Rectus 21 01

APPLICATIONS

Final sterile filtration
Pressurized air 
Technical gases 
Steam 



SPECIFICATIONS

Dimensions are for standard housings with TC connections and without vent lateral port. 
Other information available on the technical documentation. 
All dimensions are in mm (inches).

No Cartridges Cartridges Height A L C OD 

1 5" 99 (3.90) 139 (5.47) 381 (15.00) 88.9 (3.50) 

1 10" 99 (3.90) 139 (5.47) 501 (19.72) 88.9 (3.50) 

1 20" 99 (3.90) 139 (5.47) 751 (29.57) 88.9 (3.50) 

1 30" 99 (3.90) 139 (5.47) 1001 (39.41) 88.9 (3.50) 

1 40" 99 (3.90) 139 (5.47) 1251 (49.25) 88.9 (3.50) 

3 10" 365 (14.37) 320 (12.60) 757 (29.80) 219 (8.62) 

3 20" 615 (24.21) 320 (12.60) 1007 (39.65) 219 (8.62) 

3 30" 865 (34.06) 320 (12.60) 1257 (49.49) 219 (8.62) 

3 40" 1115 (43.90) 320 (12.60) 1507 (59.33) 219 (8.62) 

5 10" 385 (15.16) 375 (14.76) 841 (33.11) 273 (10.75) 

5 20" 635 (25.00) 375 (14.76) 1091 (42.95) 273 (10.75) 

5 30" 885 (34.84) 375 (14.76) 1341 (52.80) 273 (10.75) 

5 40" 1135 (44.69) 375 (14.76) 1591 (62.64) 273 (10.75) 

Material of Construction
(Wetted Parts) 316L / 1.4404 

No. Of Cartridges 1, 3, 5

Cartridge Socket 226 CODE 7 

In/Out Connections Clamp ASME BPE, Clamp DIN 32676 – B Clamp ASME BPE, Clamp DIN 32676 – B 

Drains and Vent Clamp ASME BPE 

Pressure (PS) min-max -1 ÷ 16 bar (-14 ÷ 145 psi)

Temperature (TS) min-max -20° ÷ 150°C (-4° ÷ 302°F)

External Surface Mirror Polishing

Internal Surface Mechanical Polishing

Roughness Ra<0.8µm (Ra<0.32µin) upstreamin) upstream
Ra<0.4µm (Ra<0.16µin) downsteramin) downsteram

ATEX Regulation Compliant with EU DirectiveCompliant with EU Directive

PED 2014/68/EU Gas, PED Fluid Group 2 

Design Code EN 13445 

Housing and Gasket Compliance EU 1935/2004 - FDA - USP VIEU 1935/2004 - FDA - USP VI
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ACCESSORIES
Full list of accessories and spare parts available on request.

VENT TC 1.5" VALVE + CLAMP VENT TC 1.5” DIAPHRAGM P.GAUGE + SANITARY VALVE

SAMPLING TEST TC + CLAMP BALL VALVE TC 1.5" + CLAMP

alteco srl

Via Micheline, 2
37030 Colognola ai Colli (VR) Italy

tel. +39 045 8650535
fax +39 045 8650774
alteco@alteconet.com
www.alteconet.com
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