
PHARMACEUTICAL

FILTER HOUSINGS
SANITARY FLUID FILTRATION

SIF Series

MUCH MORE THAN HOUSING



CARTDRIGES NUMBER

01 1 CARTDRIGE

CLOSURE SYSTEM

C
S TYPE WITH WING-NUT 

STANDARD

B SSH TYPE DOUBLE BOLTED

P SAFX TYPE WITH HEX NUT

DRAIN

0 NO DRAIN

9 TC ASME BPE 1/2”

B STAUBLI RBE03

VESSEL CLASS

0 10 bar / 145 psi

SOCKET

7 226 CODE 7

FINISHING

E ELECTROPOLISHING

CARTRIDGES 
HEIGHT

1 10”

GASKET
MATERIAL

S SILICONE

P PTFE

E EPDM

VENT

0 NO VENT

B STAUBLI RBE03

INTERNAL ROUGHNESS

4 Ra<0.38 μm (Ra<15 μin)

CONNECTIONS

T015 TC ASME BPE 1 1/2”

548 0 01 X 7 X X X X E 4 XXXX 0

SELECTION CRITERIA

SIF Series

APPLICATIONS

Fine Filtration of fluids

FEATURES AND BENEFITS
Sanitary Inline style Gas or Liquid cartridge filter housing can fit CODE-7 cartridges 10”.
Designed with a stainless steel 316L machined baseplate and self-drainable concept, ensuring minimal product loss. 
Manufactured in stainless steel AISI 316 L with standard internal electropolished surface Ra<0.38 μm (15 μin). Working 
conditions: 10 bar (145 psi) @150°C (302°F).

•	Single cartridge 10””, CODE 7 (226 
double O-ring w. Top bayonet) and 
Clamp I/O connections

•	Self-drainable design guarantee 
minimum product loss

•	Welding map records with full 
traceability

•	Vent sanitary bleed valve with 
Quick Release valve connection 
for in-situ integrity testing

•	Pharma grade surface finishing
•	Clean-In-Place and Steam-

Sterilizable Up to 150°C (300°F)

•	Sanitary crevice free hygienic 
design and electropolished surfaces 
guarantee enhanced cleanability

•	AISI 316L, 1.4404, Stainless 
Steel and automatic welding 
ensure corrosion resistance and 
durability

•	Food grade compliance (CE 
1935/2004)

•	Wide choice of FDA and USP Class 
VI Gasket Materials

•	Materials full traceability
•	Designed according to Pressure 

Equipment Directive (PED)

•	Meets Certification according to 
Atmosphere Explosible, ATEX, 
Compliance

•	Wide range certificates available 
upon request (Material Certificate, 
Roughness, FDA, UPS CL IV, 
Final Inspection, Hydraulic Test, 
Cleanliness, Electropolishing, 
Welding Map)

•	Customizable with optional 
accessories and features

•	User Manual and Declaration of 
Conformity included



No Cartdriges Cartdrige Height L H OD

1 10” 135 mm (5.31”) ÷ 139 mm (5.47”) 414 mm (16.29”) 101.6 mm (4”)

Vessel Material AISI 316L / W.N. 1.4404

No. Of Cartridges 1

Cartridges Height 10”

Cartridge Socket 226 CODE 7

Design Code EN13445

ATEX Regulation
II -/2 G Ex h IIC T3....T6 -/Gb X

II -/2 D Ex h IIIC 150°C....85°C -/Db X
PED Category Gr.1 -LIQ,GAS
(In accordance to 2014/68/EU & 
2016/1105)

ART. 4.3

PED Category Gr.2 -LIQ,GAS
(In accordance to 2014/68/EU & 
2016/1105)

ART. 4.3

Pressure (PS) min-max -1 ÷ 10 bar (-14 ÷ 145 psi)

Temperature (TS) min-max -20 ÷ 150°C (-4 ÷ 302°F)

Housing and Gasket Material EU 1935/2004 Compliant

Gasket Compliance FDA 21 + USPA VI

In/Out Connections TC ASME BPE 1 1/2”

Drain
NO DRAIN

TC ASME BPE 1/2”
STAUBLI RBE03

Vent
NO VENT

STAUBLI RBE03

Bowl Internal Surface
Mechanical Polished and Electropolished,

Ra<0.38μm (Ra<15μin)* [SF4] *where technically possible

Bowl External Surface
Mechanical Polished and Electropolished,

Ra<0.80μm (Ra<32μin)

Baseplate Internal Surface
Mechanical Polished and Electropolished,

Ra<0.38μm (Ra<15μin)* [SF4] *where technically possible

Baseplate External Surface
Milled and Electropolished,

Ra<0.80μm (Ra<32μin)

SIF Series

SPECIFICATIONS

Dimensions are for standard housings with TC connections. More options available on request. All dimensions are in 
mm (inches).



SIF Series

alteco srl

Via Micheline, 2
37030 Colognola ai Colli (VR) Italy

tel. +39 045 8650535
fax +39 045 8650774
alteco@alteconet.com
www.alteconet.com

THE INFORMATION CONTAINED IN THIS BROCHURE, INCLUDING TEXT, GRAPHICS, IMAGES AND INFORMATION, CONTAINED ON OR 
AVAILABLE THROUGH THIS BROCHURE, IS PROVIDED AS IS AND WITHOUT ANY WARRANTIES OF ANY KIND, WHETHER EXPRESSED OR 
IMPLIED, INCLUDING BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANTABILITY, OF SATISFACTORY QUALITY, FITNESS FOR A 
PARTICULAR PURPOSE AND/OR CORRECTNESS. THE CONTENTS OF THIS BROCHURE IS FOR GENERAL INFORMATION PURPOSES ONLY AND 
DOES NOT CONSTITUTE ADVICE. ALTECO S.R.L. DOES NOT REPRESENT OR WARRANT THAT THE INFORMATION AND/ OR SPECIFICATIONS 
CONTAINED IN THIS BROCHURE ARE ACCURATE, COMPLETE OR CURRENT AND SPECIFICALLY STIPULATE THAT CERTAIN PRODUCT 
DETAILS AND SPECIFICATIONS CONTAINED IN THIS BROCHURE MAY DIFFER IN AVAILABLE PRODUCTS. THEREFORE, ALTECO S.R.L. MAKES 
NO WARRANTIES OR REPRESENTATIONS REGARDING THE USE OF THE CONTENT, DETAILS, SPECIFICATIONS OR INFORMATION CONTAINED 
IN THIS BROCHURE IN TERMS OF THEIR CORRECTNESS, ACCURACY, ADEQUACY, USEFULNESS, TIMELINESS, RELIABILITY OR OTHERWISE, 
IN EACH CASE TO THE FULLEST EXTENT PERMITTED BY LAW.

All products and company names are trademarksTM or registered® trademarks of their respective holders. Use of them does not imply any affiliation with or endorsement by them. Any names, 
logos, brands, and other trademarks or images featured or referred to within this brochure are the property of their respective trademark holders. These holders are not affiliated with Alteco S.r.l., or 
our products. They do not sponsor or endorse Alteco S.r.l. or any of our products.
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ACCESSORIES

Full list of accessories and spare parts available on request.


